
     

SG 8300

– Operation: chain

– Range: S - M

– Fitting: ceiling, wall

– Colours: refer to Silent Gliss slat collection

 

Features:

– Optimised light control

– Mono controlled

– Stainless steel bead chain

– Slat width: 25 mm (standard), 16 mm
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3 m 50 cm 3 m 4.5 m²

Slat stack heights

Profile information

SG 8301

Profile

SG 8214

Profile ø 18 mm

SG 8003

Bottom bar 16 mm

SG 8004

Bottom bar 24 mm

A: System width 

B: System height 

C: Chain height 

D: Safety Retainer SG 10731 min. 150 cm above floor

SYSTEM SPECIFICATIONS

SYSTEM 

DIMENSIONS

A.

PROFILEB.

HOW TO 

MEASURE

C.
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For detailed fitting information, visit the Silent Gliss 

website.

Fixing points

Side-by-side fitting

Min. distance: 5 mm

Bracket SG 8302

SG 8302

Bracket

FITTING OPTIONS

FITTING 

INFORMATION

A.

CEILING FITTINGB.
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Smart Fix

Smart Fix SG 11200 - SG 11201 and bracket SG 8302:

Screw SG 10395 (M4x6) needed.

Smart Fix X mm

SG 11200 / SG 11210 59

SG 11201 / SG 11211 79

SG 11154 109-137

SG 11155 139-167

SG 11156 189-217

Square Smart Fix SG 11210 - SG 11211

and bracket SG 8302:

Screw SG 10395 (M4x6) needed.

Universal Smart Fix SG 11154 - SG 11156

and bracket SG 8302:

Screw SG 10407 (M4x10) needed.

SG 8302

Bracket

SG 10395

Pan head screw M4x6

SG 10407

Pan head screw M4x10

SG 11200

Smart Fix 60 mm

SG 11201

Smart Fix 80 mm

SG 11210

Square Smart Fix 60 mm

SG 11211

Square Smart Fix 80 mm

SG 11154

Universal Smart Fix 120 mm

WALL FITTINGC.
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SG 11155

Universal Smart Fix 150 mm

SG 11156

Universal Smart Fix 200 mm

Bracket SG 8302

SG 8302

Bracket

SG 8235

Side guide wire base short

SG 8236

Side guide wire base long

SG 8237

Side guide wire holder

SG 8241

Side guide eyelet

FITTING WITH 

SIDE GUIDE 

OPTION

D.
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Dimensions

– Measurements are in mm except where indicated.

 

Fitting

– Installation by qualified fitter only.

– Number of brackets and fitting positions / fixing points vary depending on fitting surface, system weight, slate type, screw / fixing type and 

obstacles.

– Qualified fitter must use appropriate screws / fixings for each situation.

– Profile lip if applicable to be installed to room side.

– Electrical installations must be carried out according to Silent Gliss wiring diagrams and conform to local regulations.

– Check space for cables and plugs!

 

Child Safety

– All relevant Silent Gliss systems correspond to child safety EN 13120.

– All parties involved must comply with EN 13120.

SG 8249

Side guide device

SG 10120

Side guide wire ø 0.9 mm

Additional parts:

– 2x SG 8235 Side guide wire base short

– 2x SG 8237 Side guide wire holder

– 2x SG 8241 Side guide eyelet

– 4x SG 8249 Side guide device

– 2x SG 10120 Side guide wire ø 0.9 mm

 

Note:

– Up to 15° from vertical

SYSTEM OPTIONS

SIDE GUIDESA.

GENERAL NOTES
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PARTS

STANDARD PARTSA.

SG 8004

Bottom bar 24 mm

SG 8007

Slat 25 mm

SG 8011

Lift cord ø 1.2 mm

SG 8013

Bottom clip 25 mm

SG 8214

Profile ø 18 mm

SG 8215

Tube adapter

SG 8222

Ring

SG 8224

Pin

SG 8239

End cover 25 mm

SG 8301

Profile

SG 8302

Bracket

SG 8305

Chain drive right

SG 8317

Spindle left

SG 8321

Support

SG 8322

Device

SG 10104

Slat clip 25 mm

SG 10117

Ladder cord 25 mm

SG 10530

Bead chain metal ø 4 mm

SG 10731

Child safety retainer set

OPTIONAL PARTSB.

SG 8003

Bottom bar 16 mm

SG 8006

Slat 16 mm

SG 8012

Bottom clip 16 mm

SG 8235

Side guide wire base short

SG 8236

Side guide wire base long

SG 8237

Side guide wire holder

SG 8238

End cover 16 mm

SG 8241

Side guide eyelet

SG 8249

Side guide device

SG 8262

Spacer 10°

SG 8263

Spacer 4°

SG 8306

Chain drive left

SG 8316

Spindle right

SG 10109

Slat clip 16 mm
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SG 10116

Ladder cord 16 mm

SG 10120

Side guide wire ø 0.9 mm

SG 10395

Pan head screw M4x6

SG 10407

Pan head screw M4x10

SG 11154

Universal Smart Fix 120 mm

SG 11155

Universal Smart Fix 150 mm

SG 11156

Universal Smart Fix 200 mm

SG 11200

Smart Fix 60 mm

SG 11201

Smart Fix 80 mm

SG 11210

Square Smart Fix 60 mm

SG 11211

Square Smart Fix 80 mm
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